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BOLT TORQUE 
 
Mounting bolts and hardware 
 
All hardware used on the 2940 Air Adjust is Grade 5 unless otherwise noted.  Grade 5 cap 

screws are marked with three radial lines on the head.  If hardware must be replaced, be sure to replace 
it with hardware of equal size, strength and thread type.  Refer to the torque values chart when tightening 
hardware. 

 
NOTICE:  Over tightening hardware can cause as much damage as when under tightening.  
Tightening hardware beyond the recommended range can reduce its shock load capacity. 

 
The chart below is a guide for proper torque.  Use it unless a specified torque is called out 
elsewhere in the manual. Torque is the force you apply to the wrench handle or the cheater bar, 
times the length of the handle or bar. Use a torque wrench whenever possible. 

 
The following table shows torque in ft. lbs. for coarse thread hardware. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

INSTALLATION 
 
 
 
1. Be sure to install the 3/4” spacers when assembling the spoke wheel and 

bearing assembly.  Using the 5/8” nut, secure the wheel to the bracket.  
Torque 180 ft.lbs. Stagger spoke wheels so that half of the rows have the 
left wheel leading and half of the rows have the right wheel leading. 

 
2. Attach the RESIDUE WHEEL assembly to the screw adjust bracket using 

the two 1/2” x 3 1/2” bolts and lock nuts.   
 
 

MAINTENANCE 
 
After a few hours use, check all bolts to make sure they are tight. 
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PARTS IDENTIFICATION 
2967-081A-ST 

 

 
ITEM PART NO. DESCRIPTION QTY 

1 2502-316 ½-13 X 3-1/2 HHCS GRADE 5 2 

2 2520-357 ½-13 LOCK NUT GRADE A 2 

3 2520-465 5/8-11 FLANGE NUT GRADE 8 2 

4 2965-179 YETTER DECAL 1 

5 2966-102-ST RIGHT HAND SHARK TOOTH WHEEL ASSEMBLY 1 

6 2966-103-ST LEFT HAND SHARK TOOTH WHEEL ASSEMBLY 1 

7 2967-257 JD SCREW ADJUST MOUNT BRACKET 1 

8 2967-302 SPACER ¾” 2 
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PARTS IDENTIFICATION 
2966-102 RIGHT HAND SPOKE WHEEL (SHOWN) 

2966-103 LEFT HAND SPOKE WHEEL 

 

 
 

 
2966-102-BW RIGHT HAND BEVELED WHEEL (SHOWN) 

2966-103-BW LEFT HAND BEVELED WHEEL 
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PARTS IDENTIFICATION 
2966-102-ST RIGHT HAND SHARK WHEEL (SHOWN) 

2966-103-ST LEFT HAND SHARK WHEEL 

 

 

 
 

 

 

2966-102-STF 

RIGHT HAND SHARKTOOTH FINGER WHEEL ASSEMBLY 

 
 

 

 



 8 

PARTS IDENTIFICATION 
 

8 BOLT HUB 
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ITEM PART NO DESCRIPTION QTY 

1 2502-221 5/16-18 X 1 HHFS GRADE 5 4 

2 2502-222 5/16-18 X 1-1/4 HHFS GRADE 5 4 

3 2502-225 5/16-18 X 1-1/2 HHFS GRADE 5 4 

4 2940-560 SET SCREW 1 

5 2965-500 HUB ASSEMBLY 1.406 SPINDLE 1 

6 2965-501 HUB ASSEMBLY 2.406 SPINDLE 1 

7 2965-502 HUB ASSEMBLY 1.157 SPINDLE 1 

 

 
 

 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

ITEM PART NO DESCRIPTION QTY 

1 2505-207 5/16-18 X 1-1/4 CARRIAGE HEAD BOLT GRADE 5 4 

2 2520-206 5/16-18 FLANGE LOCK NUT 4 

3 2570-742 D-BOLT FLANGE HEAD 5/8-11 X 3.812 GRADE 8 1 

4 2965-128 HUB/BEARING ASSEMBLY 1 

 2550-069 SEAL 1 

 2570-594 BEARING 1 

 2570-715 INSERT 1 

 2965-351 HUB 1 

 2533-110 GREASE FITTING 1 

5 2965-352 HUB CAP 1 

6 2967-602 SHARK TOOTH WHEEL 1 

7 2520-465 5/8-11 FLANGE LOCK NUT GRADE 8 1 
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OPTIONAL 

 
ITEM PART NO. DESCRIPTION QTY 

1 2965-550 BEARING SHIELD 1 
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NOTES 
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